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M16 RIFLE BRASS DEFLECTOR

DVC 23-30

TRAINING CATEGORY/LEVEL UTILIZED:

Weapons/Level 3

SOURCE AND METHOD OF OBTAINING:
Available at local TSC

PURPOSE OF TRAINER:
The M16 Rifle Brass Deflector
protects the left-handed marksman
from being struck by heated
expended brass.

PHYSICAL INFORMATION:
Made of durable lightweight plastic.

EQUIPMENT REQUIRED,
NOT SUPPLIED:
None

SPECIAL INSTALLATION
REQUIREMENTS:
None

POWER REQUIREMENTS
None

PUBLICATIONS:
None



M16A1 ANTIPERSONNEL MINE/SMOKE PRODUCING

DVC-T 23-32
DVC-T 23-34

TRAINING CATEGORY/LEVEL UTILIZED:
Weapons/Level 3

SOURCE AND METHOD OF OBTAINING:
Available at local TSC until
current supplies are exhausted.

PURPOSE OF TRAINER:
This device is used for classroom and
outdoor instruction on the
nomenclature and characteristics of
the mine; the arming, handling, and
functioning of the mine; and can also
be used for minefield emplacement
training.

PHYSICAL INFORMATION:
A box of M16A1 Mines consists of:
4 Practice Mines AP M16A1/(2 for smoke)
4 Practice Fuze Mine Comb, M605
1 Spool Assembly
1 Fuzing Mine Wrench, M25

EQUIPMENT REQUIRED,
NOT SUPPLIED:
None

SPECIAL INSTALLATION
REQUIREMENTS:
None

POWER REQUIREMENTS:
None

PUBLICATIONS:
None



M21 ANTITANK PRACTICE MINE

DVC-T 23-33

TRAINING CATEGORY/LEVEL UTILIZED:
Weapons/Level 3

SOURCE AND METHOD OF OBTAINING:
Available at local TSC until
current supplies are exhausted.

PURPOSE OF TRAINER:
The device is used for classroom and
outdoor instruction on the mine
characteristics and nomenclature; the
arming, handling, and functioning of the
mine; and can also be used for minefield
emplacement training.

PHYSICAL INFORMATION:
A box of M21 Mines consist of:
2 Practice Mines AT M21
2 Practice Fuze M607
2 Practice boosters AT M120
1 Arming wrenches M26
2 Extension rods
2 Bonnets
2 Mine Well Inserts

EQUIPMENT REQUIRED,
NOT SUPPLIED:
None

SPECIAL INSTALLATION
REQUIREMENTS:
None

POWER
REQUIREMENTS:
None

PUBLICATIONS:
None



RIMFIRE ADAPTER BRASS DEFLECTOR

DVC-T 23-36

TRAINING CATEGORY/LEVEL UTILIZED:

Combat Arms/Levels 3

SOURCE AND METHOD OF OBTAINING:
Requisition through supply system.

PURPOSE OF TRAINER:
Designed to deflect expended 22-caliber
brass downward from the weapon when
using the rimfire adaptor.

PHYSICAL INFORMATION:
Durable lightweight plastic

EQUIPMENT REQUIRED,
SUPPLIED:
None

SPECIAL INSTALLATION
REQUIREMENTS:
None

POWER
REQUIREMENTS:
None

PUBLICATIONS:
None



M14 ANTIPERSONNEL MINE (DUMMY)

DVC-T 23-38
TRAINING CATEGORY/LEVEL UTILIZED: EQUIPMENT REQUIRED,
Weapons/Level 3 NOT SUPPLIED:
None
SOURCE AND METHOD OF OBTAINING:
Available at local TSC
SPECIAL INSTALLATION
REQUIREMENTS:
PURPOSE OF TRAINER: None
This device is used for classroom and
outdoor instruction on the
nomenclature and characteristics of
the mine; the arming, handling, and POWER
functioning of the mine; and can also REQUIREMENTS:
be used for minefield emplacement None
training.
PHYSICAL INFORMATION: PUBLICATIONS:
Plastic Construction None
Height: 1 3/4"
Diameter: 2"

Circumference: 6 3/4"



OTHER DEVICES AVAILABLE FOR THIS SERIES
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